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Client's Style: Seemee Mesh Standard. Fiber Content: Polyester. Width: 10' 6" & 16' 4", Finish: Lacquer Top Coat. Weight: 13
Tdentification| oz/sq.yd.
Tested For: Garland Drew Key Test: NFPA 701-99 TM#1 150
Verseidag Seemee 1S
4 Aspen Drive Tel: 1-{973)-252-1189 Ext:
Randolph, NI 07864 Fax: 1-(973)-252-1109

LE: 19599 Vi 12/01 BC: 0.5H

TEST PERFORMED: NFPA 701 - Standard Methods of Fire Tests for Flame Propagation of Textiles and
Films (Not Exceeding 700 g/fm?*) - 1999 Rdition - Test Method #1 (*** see note on page 3}

PRODUCT CONFIGURATION: [x] Single Layer; [ ] Multi Layer

RESULTS REPORTED: [x] Initially; ([ )] After 3 dry cleanings; [ ] After 5 launderings @ 160°F
RESULTS: Flame FProjects
Abowve Tap
Afterflams* Flaming Drip Weight Leosa 0f Specimen

Specimen # [seconds) {zeconds) [percent) [vas/no)

1 5.0 0.0 2.8 Mo

2 0.0 0.0 30.1 Ho

3 2.0 0.0 8.2 No

4 0.0 0.0 T3 Mo

5 0.0 0.0 b T HNo

[ g.0 0.a 28.9 Na

1 0.0 0.0 6.3 Mo

g § 3.0 0.0 123 No

9 palin 10.0 43 .4 Ho

10 Q.4q Q.0 6.8 He

Mean: 0.1 Mean: 16.9

STATISTICAL VALUES: SD = 13.1 3 5D = 39.3 Mean + 3 3D = 56.3

ARRBREVIATIONS USED: SD = Standard deviation.
APPEOXIMATE WEIGHT OF MATERIAL (as measured by Govmark): 235 g/m?

PRECONDITIONING: [x] 0.5 hr @ 220°F (Standard)
[ ] 24 hra @ 68+9°F (Alternate: Material shrinks/distorts @ Z20°F)

CONVERSION FACTOR: g/m® + 28.35 x .835 = oz/yd?

NOTE:

1. All specimens prepared in the length direction.
2. See addendum for indiwvidual specimen weights.

REMARES i None .
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FAILURE CRITERIZ: As cited by NFEA 701 - 1999 Edition Test Method #1**

Weight Loss (percent)

Flaming Drip =  ======—s—eeemmee e e emem e — ===
Afterflame M=an M=an - Indiwvidual Specimen
= Exceeds 2 seconds Exceeds 40% Exceeds Mean + 3 5D

CONCLUSION: Based on the Results on page 1 and the abowe Failure Criteria
cited by NFFA 701 - 1999 Edition Test Method #1, the item tested:

[#] Passes; [ ] Fails; [ ] Begquires testing of 10 additicnal specimens
i.2. only one individual specimen failure was noted

REVISED FAILURE CRITERIA (see bhelow “Comments"):

Weight Lgss

laming Drip = —  ==—----c-cemmmmmmmmeeaao Flame Height
Afterflame Mean Mean Ind. Spec. (Individual Specimen)
* ' Exceeds 2 seconds Excesds 40% Exceeds 50% Frojects above tap

of specimen

CONCLUSION: Based on the Results on page 1 and the above Revised Failure Criteria,
the item tested:

[#] Passes; [ ] Fails; [ | Requires testing of 10 additional aspecimens
i.e. only one individual specimen failure was noted

* Afterflame is required to be recorded; however, the NFPL document does not facter it into the
Failure Criteria reporting regquirements. It should be noted that excessive afterflames (15 seconds
or more} could be cause for rejection by local fire authorities performing "match” field tests.

CERTIFICATICN: I certify that the above results were obtained after testing specimens in aceordance
with the procedures and equipment specified by NFPA 701 - 1999 Edition Test Method #1.

_:&%ﬁ _?_ ekl 8,0 st st MS. HEATHER E. ROBERTSON

AUTHORIZED SIGNATURE
THE GOVMARE ORGANIZATION, INC. /[id
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